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Interface 2_INTERNET R _VID_146 v

Mode: Enable:
Note: If you change the service.

Service: INTERNET v related with VoIP. please re-egister
your VolP

Binding Options: LAN1 LAN2

O ssipt O ssip2 O ssip3 O ssip4

DHCP Server Enable:

Link Mode: PPPOE v,

IP Version: Otpva OIPve @ IPvaiPvs

VLAN Mode:

VLAN ID[1-4094]:

802.10[0-7)

Multicast VLAN ID[1-4094]:
MTU[1280-1492]
Enable NAT:

UserName:
Password:
Server Name:

Enable mode that mixed with PPPOE bridge and routing:
Source ofinformation for (5 ARG

IPV6 Wan interface: =
PD Enable:
Prefix Mode: @auto O Manual i ,

DS-Lite Enable O





image2.jpeg
fthe preferred ifetime of a IPv6Address expired, this Address would be prohobit to start a new connection in generally
while it can be last for existing connections and input connections, until s ussful e is exhausted.

RA Configuration
SLAAC: M enadle

Configuration Mode: [Auto Configuration v
Prefx Source - 2 INTERNET_R_VID_146 v

Oenable Managed Mark B Enable Other Mark

DHCP Configure

Server: Enable

Configuration Mode:

[Automatically configure the prefix and DNS server v
Source of e DNS Server: [2_INTERNET_R_VID_146 v

Global Configuration

Loop Detection Enable Detection Interval

Recovery Interval

Port Loop Enable Loop Status.

LAN1

NO_LOOP!
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‘Wan Name

Default Gateway

Primary DNS

Secondary DNS

2_INTERNET_R_VID_145.

117.254.198.1

218.248.114.65

2182481181

10.146.156.1

3_VOICE_R_VID_1849

1723024933

1723024911

‘Wan Name

1PV Status.

1PV6 Address

1PVG Default gateway

2_INTERNET_R_VID_146

Connected | 2001:4490:444c.06¢2 411.7026.9¢10:5055

1080:2208.biTfed5.c7de

Wan Name Connection Status 1P Mode
2 INTERNET_R_VID_146 AUTO PPPOE
Wan Name VLAN/Priority MAC Address.
2_INTERNET_R_VID_145. 14610 7CA96B 580421
Wan Name 1PVG Primary DNS 1PV6 Secondary DNS Prefix

2_INTERNET_R_VID_146

2001:4490:31fe:13:4

2001:4490:4440:0260164

Link Information

PON Connection Status:

Connected





